


Film Colour 
Options

We have carefully selected colours from the

extensive range available to us which we 

believe work best with the individual designs.

However, if customers prefer to alter colours,

we have a library of over 400 colours and 

effects to chose from. A catalogue of this

collection, supplied by RegaLead, is available

to download at www.decorativeoptions.co.uk   

or as swatches.

Lead Options

We offer a range of lead profiles in various colours. In this catalogue, all the designs have

been created using our popular Antique colour which as well as having a ready aged look,

also benefits from a polymer coating to protect the lead surface from weathering. For 

customers who require a more traditional look or wish to have the joints soldered, we can

manufacture using our Natural profile. With the Natural lead, the colour will change from a

bright silver to a matt grey look over time as the product naturally weathers.

Fusion Tile Options
We have a vast range of fusion tile options to chose from and all the designs
shown are available in Blue, Green, Red/Orange, or Black colourways to 
compliment your door or furnishings. In certain designs, it is also possible to
have a brown/cream colourway. The full range of colour options are shown at
www.decorativeoptions.co.uk.

Natural Antique Brass
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Backing Glass Options
Any of the designs featured throughout this brochure can be backed with a range 

of obscure glass to suit all requirements for energy efficiency, safety and privacy.  

Please contact us for details on our backing glass styles.

Glass photography copyright © RegaLead Ltd

Size Limitations

The designs shown in this catalogue are as 
follows:

Fanlights: 500 x 250mm
520 x 350mm

Half Glazed Doors: 558 x 912mm
Dual Glazed Doors: 202 x 912mm
French Doors: 511 x 1763mm

It is possible with all designs to alter sizes but
certain elements such as glass bevels, Fusion
tiles and glass Jewels are standard sizes so 
the designs may have to be altered to 
accommodate.

Material Specifications

Lead profiles
The lead profiles used are manufactured using
99.5% pure lead which is applied to the glass
surface with a pressure sensitive acrylic 
adhesive. 

Like any unprotected product exposed to the
environment our Natural lead will undergo a level
of atmospheric transformation and change
colour. This is a normal and expected process
and will eventually settle down to take on the
‘weathered lead’ appearance of traditional 
lead-lights. 

For customers looking for a consistent colour
we recommend the use of Antique lead which
has a dark gray coating on the surface to 
protect the lead from weathering. However, 
with the use of Antique lead it is not possible 
to solder joints.

For customers using our Brass coloured 
profiles, these are only recommended for use
when encapsulated within a triple glazed unit.

Stained Glass Art Film
All our Stained Glass Art Films are manufactured
by hand and no two sheets are ever identical so
variations in the pattern and colour density are a
feature of the product. On designs where effect
colours are used it is never possible to make an

exact reproduction of the design shown in the
catalogue. The maximum sheet size for the
Stained Glass Art Film is 460mm x 660mm so
on certain designs it may not be possible to 
enlarge without making changes to the design.

Glass Bevels
Our Glass bevels are manufactured from 5mm
glass with a typical 12mm bevelled edge. These
products are handmade and therefore slight
variances in size and bevel width are possible.

Our bevels are bonded to the surface of the
glass with a specialist UV Curing adhesive
which should remain glass clear for our 10 year
guarantee period. Small bubbles in the adhesive
layer are common when applying the bevels
and are not deemed as a fault.

Fusion Tiles
Our Fusion glass tiles are manufactured by hand
and involve melting two or more layers of glass
together, it is therefore common to get small air
inclusions in the glass. These are a feature of
the product and add dimension and contrast to
the tile and should not be seen as a fault. 

Cleaning and Maintenance

All our decorative glass options should be
cleaned regularly using water based proprietary
glass cleaners. Always avoid the use of any
cleaners that may contain solvents or have an
abrasive effect on the surface cleaned

On newly installed decorative glass it is possible
that small white deposits can ‘leak’ from the
edge of the lead. It is important that these are
cleaned off the glass and not allowed to run
onto the window frames.

Photographic and Printing Limitations
Due to the nature of the printing process,
colours in real light conditions may vary slightly
from the photographic reproductions in this
brochure. Stained Glass Art Film colour samples
are available to verify colours.

Technical Information



New World
Woodside Industrial Estate
Woodside Road
Ballymena, Co. Antrim
Northern Ireland BT42 4HX

T:	 028 2563 2200
F: 028 2565 9334
sales@nwd.uk.com

T:	 048 2563 2200 (ROI)
F:	048 2565 9334 (ROI)

New World 
reserves the 
right to make 
alterations to any 
of the featured 
products without 
prior notice.

New World is one of the 
UK and Ireland’s leading 
composite and PVC 
door specialists. View 
our complete range of 
doors, fire doors, glazing 
and door accessories at 
www.nwd.uk.com




